STANDARD PROOFING PAPER
PRODUCTION
EpPsoN_SP7900_9900_SPP_PrRoDucTION_V1.ICC

EPSON \ Epson STYLUS® PRO 7900 9900

Printer Settings Dialog Box

MEDIA TYPE: PROOFING PAPER WHITE SEMITMATTE

Profile Statistics
INK TYPE: PHOTO BLACK

DMAX VALUE: 2.5
PRINT MODE: CoLOR

BLACK L* VALUE: 3.1
16 Bit OuTPUT: ON [LMACINTOSH ONLY]

WHITE L* VALUE: 96.0
CoOLOR MoODE: OFF (No CoLOR MANAGEMENT)

MEDIA LAB VALUES: 96, -1, 0
OUTPUT RESOLUTION: SUPERPHOTO 2880

GAMUT VOLUME: 1,708,840
SUPER MICROWEAVE: ON
HIGH SPEED: ON

Advanced Media Control Dialog Box

THis ICC PROFILE IS FREE OF CHARGE

COLOR DENSITY: +0 (%) AND HAS NO WARRANTY OF ANY KIND.
DRYING TIME: 0 (0.1sEc) IT IS INTENDED TO BE USED WITHIN AN
APPLICATION-BASED COLOR MANAGEMENT
PAPER FEED ADJUSTMENT: 0 (0.01%) WORKFLOW VIA THE STANDARD EPSON
PRINTER DRIVER.
PAPER THICKNESS: 3 (0.1mM)
EPSON AND EPSON STYLUS ARE REGISTERED
PAPER SUCTION: STANDARD TRADEMARKS. © 2011 EpsoN AMERICA, INC.
PLATEN GAP: AuTo
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